PRIVATE AND CONFIDENTIAL
WB/100 - DB/100 MEASUREMENT CHART
Customer _____________________ Date ___________
Important it is essential that the measurements you record are as accurate as possible. A high degree of care and attention must
be given to this task. Take plenty of time, repeating the measurement procedure until you are confident you are recording
consistent and accurate values. These ranges of belt sets are of a riveted construction and are not adjustable. Whilst small
errors are not difficult to correct, major ones will invariably incur higher cost. An ordinary fabric or plastic tape measure of the
type used for dressmaking is best for taking the measurements. You should aim at a tight rather than a loose fit, as experience
shows a tight fit is far more comfortable than a loose one, which may also degrade effectiveness.
The subject should stand erect with their feet about twenty-four inches (600 mm) apart and hands placed on back of their head
while all the measurements are taken. These Belt sets are designed to fit into waist and cannot be worn on the hips like
some fashionable jeans, trousers and skirts. It is of crucial importance that it is measured to fit the waist. For the person with
a fuller or waistless figure, the Belt set will only be secure if the waistband is smaller than the circumference of the hips.
Measurement M should be used to determine this, and the degree of discomfort that results. All measurements must be taken
next to the skin.

Description

Inches

Cms

A

Waist normal

A=

A=

B

Waist controlled ( take a deep breath and pull in to make it as small as
possible)

B=

B=

M

Waist measurement using one inch wide belt.

M=

M=

N

Hips circumference

N=

N=

P

Body height.

P=

P=

N/A

M. Adjust the belt to the smallest circumference at which you feel you could wear it and mark the position. Do not be
tempted to settle for a nice comfortable fit, aim at a tight rather than a loose fit. Remove the belt, lay it out flat and
measure from the end to the reference mark to determine the length. The waistband will be made to this
measurement. A and B are used to provide a comparative check.

QTY

CODE

PRODUCT DESCRIPTION

PRICE

SUB
TOTAL

SUB TOTAL =
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DEPOSIT =

BALANCE =

ADDITIONAL ORDERING INFORMATION
NP/100 The standard plug measures 1" diameter, length 4.5" (25.4 x 114.3 mm). If this is adequate for your
requirements enter STD on the order form. Other size plugs can be made to order: our maximum machining limits are
2.5" diameter (63.5mm), length 10" (254mm). Indicate the size you require on the order form. For plugs over 1.5"
(38.1mm) diameter and 6" in (152.4mm) length, please add £5.00.
D-RINGS Please indicate the locations of extra rings. (Please note, the front centre waist band location is not suitable
for a ring.)
I certify that these measurements are correct. Signed _____________________________

